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Power Trim & Tilt component parts for New MD40/50B TLDI  
 

Models Affected：TOHATSU  
MD40B Ser#011601XC-  50B Ser#011661XC- 

 

Situation: Information on Power Trim & Tilt (Part Number 3Z5S77150-0) component parts regarding 
previously issued Service Bulletin No.03-006  
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Interchangeability: Please correct your Parts Lists 

# Name Parts Number Qty Remark Interchange 
ability 

- Power Trim & Tilt Assy 3Z5S77150-0 1  
1 Motor  3Z5-77180-0 1  
2 Motor Bracket Assy 3Z5-77192-0 1  
3 O-Ring,2-55.5  3Z5-77182-0 1  
4 Screw 921503-0520 3  
5 Coupling  3Z577166-0 1  
6 O-Ring,1.8-69.6 3B7-77167-0 1  
7 Screw 3Z5-77194-0 4  
8 Valve Assy 3Z577460-0 1  
9 Relief Valve Assy 3Z5-77450-0 1 Set  

10 Pump 3B7-77430-0 1  
11 Bolt 3B7-77431-1 1  
12 Bolt 3B7-77432-1 2  
13 O-Ring,1.5-6.5 3B7-77433-0 2  
14 Filter 3B7-77434-1 1  
15 Reserve Tank 3Z5-77165-0 1  
16 Bolt 3Z5-77159-0 4  
17 Cap Assy 3Z5-77221-0 1 With O-Ring 
18 Manual Valve Assy 3Z5-77175-0 1 Set With tow O-Ring 
19 Seal Washer 3R0-77173-0 1  
20 C-Ring 3Z5-77171-0 1  
21 Joint Metal 3Z5-77367-0 1  
22 O-Ring Set 3Z5-77225-0 1 Set Five O-Rings 

C* 

*No component parts interchangeability to Old Power Trim & Tilt as well as Power Trim & Tilt Assembly.  
 

Service Specifications: 
Part Description Specification 

Oil Pump  Geared Pump 
Oil Capacity 325ml (10.98 fl.oz) 

Oil Pump 

Recommended Oil ATF (Automatic Transmission Fluid) 
Voltage DC12V 
Continuous Operation Limit 60sec 
Output 250W 
Direction of Rotation Reversible 

Type Bimetal Circuit Breaker 
ON/Reset 40sec or more 

STD 9.75mm (0.384in) Brush Length 
Min. 5.00mm (0.197in) 
STD 22.0mm Dia. (0.866in Dia.) Outside 

Dia. Min. 20.4mm Dia. (0.803in Dia.) 
STD 1.8mm (0.071in) 

Motor 

Commutator 

Undercut 
Depth Min. 1.0mm (0.039in) 

Piston Dia. 48mm Dia. (1.89in Dia.) 
Piston Rod Dia. 41mm Dia. (1.61in Dia.) 

Trim Cylinder 

Stroke 46mm (1.81in) 
Piston Dia. 32mm Dia. (1.26in Dia.) 
Piston Rod Dia. 16mm Dia. (0.63in Dia.) 

Tilt Cylinder 

Stroke 101mm (3.98in) 
Tank Bolt 4.4-4.9Nm (3.3-3.6ft.lb) [0.45-0.50kgm ] Reserve Tank 
Cap Assembly 0.78-1.47Nm (0.6-1.1ft.lb) [0.08-0.15kgm] 
Manual Valve 1.47-1.96Nm (1.1-1.5ft.lb) [0.15-0.20kgm] 
Pump Bolt 4.9-5.4Nm (3.6-4.0ft.lb) [0.50-0.55kgm ] 

Cylinder 

Joint Metal 39.2-49.0Nm (29-36ft.lb) [4.0-5.0kgm ] 

Tightening 
Torque 

Motor Bracket Bolt 4.9-6.9Nm (3.6-5.1ft.lb) [0.50-0.70kgm ] 
 


