
 

March 04 Page 1 of 1 <Part> <Engine> <Part> <Engine> <Part> <Engine>
Old Old Old Old Old Old

New New New New New New

CBA
Interchan-
geability

 
No.04-007 

 

Circulate to:  þService Manager  þTechnic ian  þParts  oSales  oAccount ing 
 

Change of Float Valve 
 

Model Affected:   
MFS 8A/MFS 9.8A: 010322XD~ 

 
Situation: The design of float valve(# 1 as below) is changed for better  

anti-vibration capability. 
As a result, fuel shut-off performance of the float valve is improved. 

 

                        
 
   
Identification:                     

Identification  
Description OLD NEW 

No. of projection 4 3 

Diameter d1=5.22mm (0.2055 in.) d2=5.41mm (0.2130 in.) 

 
Parts: Please change your parts list with the correct number. 
 

Description Model Old P/N New P/N Qty Interchan- 
geability 

Parts List 
Ref. No. 

MF & EF 3V2-03100-0 3V2-03100-1 
9.8A 

EP 3V2-03133-0 3V2-03133-1 

MF & EF 3V1-03100-0 3V1-03100-1 
Carburetor ass’y 

8A 
EP 3V1-03133-0 3V1-03133-1 

1 B 5-1 

Float valve 8A/9.8A Common 3V1-03147-0 3V1-03147-1 1 B 5-1-8 
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